Parrtition details
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Beam to be encased with min 15mm Gyproc Firecase board providing
minimum 60 mins fire resistance. To provide 4-sided encasement top board
to be fixed direct to underside of trusses on line of beam. Boards fixed
together at 150mm centres with suitable length Glasroc F Firecase screws.
Casing to be finished with plaster skim using edge beads.
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Partitions: constructed in blockwork to ceiling level with studwork infill
between trusses above ceiling level, comprising 70mm stud framing
between trusses, 12.5mm plasterboard both sides with 50mm push-fit
acoustic partition roll within the cavity. Overlap plasterboard around
truss members and seal all perimeters with acoustic mastic. Close gap
to underside of roofing felt with compressible insulation.

Ceilings: 15mm Gyproc Soundbloc or similar with 5Smm skim
finish. Re-fit or replenish as necessary thermal insulation and
ensure a close fit to the partition

Millimetres
1:10 I I I I J
0 100 200 300 400 500 600 700 800

Apply flexible sealant around window
and door openings, including below
window boards

Typical head and cill details
Scale 1:10

lintels to structural engineers details - where

openings are not protected by overhanging eaves
(i.e. East and West elevations) install separate
cavity tray over lintel bedded into inner leaf mortar
joint - minimum 100mm above front edge of lintel

Where installing cavity trays provide weepholes at

maximum 900mm centres over openings, no less
than 2 weepholes per opening

Weepholes to be proprietary, discreet design, e.g.
Timloc 'Invisiweep' or similar in clear plastic finish
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from finished face of brick

Contractor to avoid loss of existing blown fibre

insulation when forming new window openings,
incorporate insulated cavity closer if required.
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This drawing and the copyrights and pantents therein are the property of the
Architect and may not be used or reproduced without consent.

Examine this drawing carefully & report immediately any content not in accordance
with the requirements.

Do not scale dimensions from this drawing.

All dimensions and levels to be checked on site by contractor prior to preparation
of shop drawings and commencement of works on site.

This drawing is to be read in conjunction with all relevant consultants and/or
st's drawings/documents and any discrepancies or variations are to be
notified to the architect before the affected work commences.

All works on site are to be carried out fully in accordance with current COM
r ions and recc jation:
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